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Class| Denomination| Part No.
E1 1mgto 200g | 1110100
E1 1mgto 500mg| 1110122
Denomination E1
200 g + 0.10 mg
100 g + 0.05 mg
509 + 0.03 mg
20g + 0.025 mg
10g + 0.020 mg
Class E1 59 +0.016 mg
Standard OIML R111 29 +0.012 mg
. . . 19 + 0.010 mg
Material Austenitic Stainless Steel
500 mg + 0.008 mg
Construction Solid single piece fabrication
200 mg + 0.006 mg
Cavity No cavity adjustment
100 mg + 0.005 mg
Density 8.00g/cm’
50 mg + 0.004 mg
M i ibili <0.
agnetic Susceptibility 0.005 20 mg +0.003 mg
Shape Cylindrical with knob 10 mg +0.003 mg
Finish Mirror Polish 5mg + 0.003 mg
Packing Aluminum Alloy Box 2mg + 0.003 mg
Accessories Tweezer, Cloth, Gloves 1 mg + 0.003 mg

Application

E1 Class weights are recommended for primary reference standard for calibration other reference standard

and weights.It cannot use in General Laboratory
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We can Provide Calibration Certificate from NABL Accredited Lab ( Charges applicable)

Maximum Permissible error for Weights ( + mg ) as per OIML R111 tolerance Table.
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